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WORLD OF QUALITY HARDWARE

SCREEN OPTIONS: INSECT SCREEN

FRAMED SCREEN:

NON ADJUSTABLE LOUVERS:
600 A, CORE & C

800 A, CORE & C

900 A, CORE & C

1300 A, CORE & C

1400 A, CORE & C

Screen Size:

A - Order 3/8” >Opening Size
CORE, C - Order 1/4”< Opening
1400A - Qrder 1/4”< Opening

ADJUSTABLE LOUVERS:

1100 A, CORE & C

1900A

1900 ASG

Screen Size:

A,ASG, C - Order 1” >Opening Size
CORE- Order 1/4” < Opening

UNFRAMED SCREEN
INSTALLED WITH

RIVETS OR SCREWS :
700A

700TL

800R

1200A

1500A

1500A-HRC

Screen Size:

Order 1/4” < Opening Size

(700A can be ordered with optional
framed screen to fit inside louver)

FRAMED SCREEN
FOR A1 MOUNTING:

600A1

800A1

900A1

1300A1

Screen Size:

Order 3/8” < Opening Size
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“CORE” Style Mounting “A” Style Mounting

18x14 mesh insect screen installed in roll-formed aluminum frame. Secured with screws,
tape or customer-provided stops to the room side of the louver*.
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“C” Style Mounting

Adjustable Louver Mounting Framed Screen

18x14 mesh insect screen installed in roll-formed aluminum frame. Secured with screws or tape
to the corridor side of the louver, so that adjusting lever is not interfered with.*
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18x14 mesh insect screen installed with rivets or screws. Secured with rivets
or screws to the inside of the louver, between the 2 louvers.*
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“A1” Style Mounting

18 x 14 mesh insect screen installed

18x14 mesh insect screen installed with double-sided tape to corridor side of louver.
Screen is flush with surface of louver.
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