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F-19-R Series non-handed rim device

# Fire exit hardware
The F-19 Rim fire exit device is an excellent addition to the touchbar. This device is non-handed and is listed by UL for
B label fire door installations on £'0" x 72" single doors andSor B'0" x 72" double doors with an F—4023 ramovable
mullion or KRF 4023, The *EO" {exit only) device is ready to accept any trim function shown on page T7.

e

F570 =
Standard  Sirike opilonal

Speclficatlons

“B” label {1¥:"hr.); 40" x 72"

All functions bullt Into *EQ" device. All 19 serles trim
waorks with rim or vertical devices. See trim selection
chart on pages 15 and 16.

Power-coated aluminum-5P2E8; power-coated
duranodic-5P313; stalnkess steel US-320.

Device & trim ANSI ANSI LIL:

type function Functions:
F-12-R-EC lor& o1
F-13-RB-HL lor&d Q3 FInishas
F-12-R-K {or L or KIL) lor& o8
F19-R-K-ML {or L-WLor KILL-MLY 1Tord& 09 Sirlkes:

Mote: For blank escutcheon specity BE

www.tmhardware.com

Stainless steel, F570 or F490.

Latchbolt:

Stalniess stesl, 14" throw.

DeadloCking latchbolt:

Stamdard.

3" for dioors from 2'5" up to 37,
#' for doors from 3" up to4°.

1% thick wWood of metal. Specity thickness IT other
than 13", {SNE must De Specific onwood of
COMposite doors.)

2 ¥ In newtral position, 17" In depressad position.
Pushbar helght Is 1%:".

When used with 'woDd, COmEosite of non-reinforced
nolow mietal, sex bolts must be speCific, 3-# 4122
(/4"-20)5ME standard. An additional 2-#2729
(10-24) SNB must be speciled.

Certified ANSI A156.3-2001 grade 1 standards.

For glass liie applications; 4" thick specity
SHK19-R-4 .

Sizes:
Doors:
Projections:
Sax bolts:
- ANSI:
:@- - Shim kit:
FIE F XTI HANDRS AN
L I
161 Cutout:
VL o T T I

Device covers 161 cutout with KIL and Centron trims.
Other trim renquires cover plats.
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TRADEMARK  TRIM DESIGN OPTIONS

WORLD OF QUALITY HARDWARE
www tmhardware.com

Control trim

SP2E, 5P313 and US-320.

K-control L-control DT-control MNL-control Pull
9 iy -
ot
! ! ' \ )
s 9 -
onK L-Contro-Avaion L=Control-Damne  L-Comiro-Sutm L-Control-Cuantum
BE =1 i 91ZL o121 OIZL
ML BE BE BE =] B L AL
L-OT L-OT L-OT L-DT
ML ML - ML 918 DT g1aML Q570
Pull wihen K&y reTacts Can ba usad
= "' dogped. IETChiolr with all
1 1 s A dawicas.
i i i
14,8 LY g
T — 3 | "Il' 'Illl oarTtar to
.- el -l_ CarTtar
295"
1 grajectian
Fizy locks ar unlocks Lavar Projection: Quantum =3"  Kay iocks or uniocks trim. Lever 137,m
tram. Knob retracts Sutro=3%a"  ratracts batchbaltw han tim i s
latchibott whan trim Dang=2%a" wrilocked. Dana, Quantum and
is unlocked. Awalon =3 Surtrn lowans reELem towithin 1"
Cover plates Key-in-lever
- ey
e
. €2 i
—
[
4167 4168 LT70 S14KIL S1&-KIL-1C
IV~ x15"x 050 IV X T WX 050 IVa"X TV K 050
IUsed with TP control & Lsed with BD device to Usedwith K control,
DT contnod cover Mo, 86 cutowt for DT K controd, L contnod,
Cowers 161 & 86 cutouts mortise lock or DT/L controd

Covers 161 & B6 cutouts

*For type 86 outowt specify 4174 Inside cover plate.

Cantron trim Trident trim

-2

Q30 ED 930 C Q30 DT Q30 NL Pull only 917 DT 020 DT
CTC- 57" round - %" dia.
Pull when dogged.
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LRADCMARK TRIM CHART
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Control
Device DT ML T-BE K K-BE K-DT
19-RA19-V =113 =11:] g10 =11 an arl
Cylinder typs - rim - 1" Mortlse  — -
Avalon® Dana® Sutro® Quantum®
Device L L-BE L-DT L L-BE L-DT L L-BE L-DT L L-BE L-DT
19-RS 13-V g1z 912 912 G912 a1z a1z g1z a1z a12 g1z 912 912
1" 1™ 1" 1"
Cylinder type Mortise Mortise Mortise Mortise
KIL
Device KIL* KIL-L5/ LK’ KIL-NL* KIL-1C*
19-R/15-Y =114 a14 =1 1 a4
Faloon =C" . Falcon “C" Small
keyway AZ3160 keyway AZIN60 format
Trident trim Centron
Device NL oT C DT ML
19-RA19-YV gz0 920 530 930 530
Cylinder type RIm - RIM - Rim
* Specity hand.

Mote: For *ML™ night latch function on K and L add “ML™ after trim number.
All Iocking trim except KIL fumished less cylinde.
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Functions (ANSI)

EQorMN (01}
Exit onyy,
rea trim.

DT (02)
Entranca by trim
whan actuating

bar is dogged

down*®

ML (@3}
Ertranca by trim
whan latchbolt i
ratracied by kuay.
Koy removable
orily wihan locked.

K orL or KIL{ 38}
Entrance by knob or
larver. Kay locks ar
unloscios K.

K{HL)orL{MNL) (D9)
or KIL (ML)

Entrance by knob o
lawar oty whan ralaasad
by k. Ry removabls
oniky whan lockad.

B Fire exit hardware  Use *F" prefix for fire exit hardware.

<¥> Securty monitor ‘," Electric function

*Latch, device, and authorize degress monitors. (See elactrified hardware catalog, )

Rimdevices
AMNSI type 1 and 4.

(F)-1e-R

19-R-K or L or KIK or KIL

&
2

19-R-K (ML) or L{NL) or
KIK ML) or KIL{ML}

*Flre exlt d=vices cannot be dogged down. Some codes permit electric dogging with

fall secure cirCuitry.
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Vertical rod devices
ANSItype 2 and 5.

(Fyr19-v

i ¢

T89-W-ED

&
®

19-4-0OT

o>

T9-w-HL

&

o

—=

19-¥-K or L or KIK or KIL

#

>

=-«.=

19-V-K (NL} or L{NL} or
KIK{ML) or KIL{NL)

sales@tmhardware.com
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Door thickness

All devices and components supplied for 13" doors standard. Specify door thickness if other than 13-

Door application chart

Number BHMA/ANS| Tunction
o1 Exit onky, no trim. rside \msid
Misi rside
o2 Entrance Dg' trim when al:tuatlng Dar Is locked
Do D q] i
03 Entrance by trim when latchbolt Is retracted ! ! "
by ks by remiovable only when locked, 5 ’
1 F Fa 5
04 Entranca by trim when latchbolt Is retracted N s ’ -
by Right hand Laft hand Laft hand Reght hand
by key or 52t In a retracted position Dy key. rawarss barval reearss barved rewersa baval rewersa baval
o8 Entrance by knob of lever; key Locks o unlocks (RHR) fLHR) (LHR) (RHR)
kb or lever. Single door
a9 Entrance by knob or lever only wihen released 16590, 790, 19-7 !
by kEys: kay removablie onlty when iocked.
E)
)
Pair of doors with mullions 0
U.S. BHMA Description 790, 18-RX19-R :
standard 3T
, LY
usza 628 Anodized aluminum — clear ) b
D13 710 Anodized sluminium — dark bronze Pair of doors without mullions
DC35 m Anodized aluminum — black 1650, 19-R X 18-V, 18-V 18-V
FZ8 G689 Falnted aluminwm — siver I
P13 595 Fainted aluminuwm — dark bronze ! *
F35 G622 Falnted aluminwm — black
us3 GEE Eright brass
Device Label Door Application
=
USs G&7 Satin brass opening
Usg 705 Bright brorze P ——
usio 668 Satin ronze
USIOB 703 Oxidized satin bronzs F-12-R 1%z hr. &'y E-thE.paIr. EdIme egress W
“B" gx7 F-4023 mullion and KR-F-4023
Usi& E69 Eright nickel
F-13-% 1%z hr. &'x10° Fair, double egress,
usis &0 Satin nickel - same egress
Us26 Er2 Bright chrome F19-V-LBR 1'ahr.  &x& Pair, double egress,
USZ6D 702 Satin chiome “B" SAME Bgress
Wood 3oor
F-19-¥-LER Z20min. &'x8 Wood of comig., palr, doubile
EQIESs, SAME Bgress
F-13-F 1V hr. &RTIT Single, palr, same egress
B X7 wy F-4023 mullion and KR-F-4023
180 Device dimenslons:
— e 178
53,4 'l l

| Fu IF

| w4838
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Strikes

1690 Concealed vertical rod device 1700 Rim device
PB4B STKA4S TD35
Top strike for 1690 device. Strike for inactive leaf, Strike for single
Packed with three 0.050" palr of doors with T7 90 doors, 1790
thick shims. device. device. Includes
1™ %1 V™ % T EU M S L 1 | 1" shirm.
(Hx wx D) {HxWx D) 2 xVs"

(HXW x D)

(F) 19-R Rim devices

F5T0 F490 —_ 565 STIWYSTIA
Standard sirke. = Dptional strike. Adustable surface Used on inactive
P2 P 2" X1V K Ve B8 mounted for use Ieaf for device on
(HxWxD) | (HxWxD) with bilade or active leat of palr
L = i applied stops. of doors without
Mounts flush for '™ removable
stop helght. mullion. 571 kesps
2 %" backset.
STA ks trimmier
and projects less
(F) 18-V Surface vertical rod devices Into opening.
3788 2130 . 4155
Top strike for 18-V bottom strike for F . 18- optional
. T o T grouting Into concrete or \\‘i’\' bottom strike.
. - masonry Tlioors.
by 21264 4215 Extension rods
y 19 optional " Angle bracket for 18-V Extenslon rods are
Dottom strike. bl devices flush transom avallabie In 12, 24"
applications. Does not and 35" lengths in
require slimination of latch all finishes. Both
| retention featura. ends tzpped and
Popular EL application N
35 Connector.
EL Device wire selectlon slze
A% " oun length EL devicew/EPT or door loop
Power supply PS914-2RS O-1o0 L 14 gauge
100-200 Tt 1Z gauge
A% oun length EL devicew /electric hinge/pivot
O-75 It 14 gauge
TE-150 Tt 12 gauge
1]
B Wire selection Switchwire size
o 1200 Tt max. 18 gauge
a

(A
i
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The P5900 series is a consolidated line of power supplies and
accessories that offer enhanced flexibility and functionality
specific to the changing needs of the access control market.
The P5900 series can be used in a variety of applications to
corvert high voltage AC power into the low voltage DC outputs
requirad by most access control devices, Tha PSO00 saries
protects devices downstream by providing Class 2% filtered
and regulated power. The full line is ULZ04 certified.

Mote: PSO0E6 can provide Class 2 rated outputs when used with 200-BP
dilstribution board.

Features:

« Constant output ratimg at both 12 VDC and 24 VDC provides
superior performance ; includes field selectable jumper

» Polarized connectors for option boards eliminate need for
racks and side connectors

» Flat mounting of option boards provides easier access to
terminal blocks for connection of elactrified devices

» Highvoltage protective cover
» Battery back-up board auto-salects voltage

» Fire alarm relay can be configured to provide either
switched or un-switchad outputs from a power supply

»  PS014 designed with high inrush current for powering
elactrified panic devices

»  Universal 120-2£40 VAC input
»  Low voltage DC, regulated and filtered

» Electromic power limmitimg foldback circuit for AC currant
overload protection

» Fused primary input

» AC status monitor- isolated SPOT contacts

«  AC input and DC output LED status indicators
«  Cover mounted AC input indication

» Himged cover with lock down screws

Certifications:

» UL 294 certified—the standard for access control

» Class 2 rated*

* Except PSO06, cutput rating excesds Class 2 power Lmits
Once power is converted to low voltage DC, the PSS00 Saries
offers a variety of distribution options. including basic fuse

protection, simple relay, and advanced logic providing

complex sequencing and timing functions.
* PSO06 can provide Class 2 rated outputs when used with 900-80
diistriution board.

©
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PEO02 PS004 P5S06 P59

Humber of CcoRRECTOrs on

power supply for the Zamps 4amMps GamMps  &4AMPS
Tollow Ing:

Distribution boands 1 2 3 2z
Battery back-up board 1 1 1 1

Mote: One fire alarm board can be connected directly to the PS202. I
a fire alarm board s desired for the PS204, F5906 or P5914 It canbe
connected 1o a distribution board.

Applications:

The PSO00 series of power supplies works with many
electrified devices including Falcon exit devices,
electromagnetic locks, hardwired locks, electrified
mechanical locks, electrified strikes and marny other
products.

Accessories:

The P5900 series features seven option boards foruse in
avariety of applications. All PS900 saries power
supplies option boards are UL 294 certified.

Optlon boards:

900-4R: 4 relay controlled output board to power
multiple devices

Q00-4RL: & relay distribution board with logic is field
configurable for time delay function, auto operator,
security intarlock

000-8F: Provides B individually fuse-protacted outputs,
giving the flexibility to power multiple devices and
provide arother layer of protection

900-FA: Emergency interface relay integrates with fire
alarm and is used to cut power in case of emergency
900-BB: Battery backup

000-2RS: 2 relay EL panic device comtrol board

(P5014 only)

900-BBK: Battery backup kitincludes two 7A hr
batteries and provides up to four hours of backup power
when cycled every 5 minutes at full load.

Wire selection size/ type

Run length EL device w/ EFT oF door loop
o-100 1t 14 gauge standard wire
10200 1t 12 gaugs standand wire
RuR l2ngth EL device wy electric hinge / phvot
O-75 1t 14 gavge standard wire
TE-150 ft 12 gaugs standand wire

Wire selectlon Switch wire size

1200 frmas. 16 gauge

845-388-1388 sales@tmhardware.com
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Removable mulllon
- Removable mullions are easily removed and reinstalled for full width access
« Increased security and tighter closure
« Minimizes door warp age and sag
- Regulates the traffic flow in-and-out
- Rim devices are usad on both leaves, attaining a perfect symmaetrical opening
+ Mullion assembly consists of a mullion, top and bottom fittings and mounting package
+ Mullion can be cut on the job for doors under stock lengths

e W@
Iew o

These steel mullions can be vsed with the 19-R and F-19-R devices. Soffit adapters
are available for the 2923 and 4023 mullions. The F4023 and FKR 4023 fire-rated
mullions also include four stabilizer blocks as required for labeled installations.
Strikes are not included with mullion and should be specified with the 19-R or F-19-R
device, sea page 11 for strike information. KR mullions require 1" maortise cylindar
with standard *A" cam. The mullion fittimgs are made from ductile iron. The (F34023

s, and (F)KR4023 are 2" wide and 3" deep. The 2823 is 1" wide and 2 '/:" deap.

F&023 Shown Fumnished in prime coat.

Mullions

‘ 2023, (F)4023, (F)KR4023 Mullion

RMTID

Sex bolts

Mullion brackets

L

525 Mullion stabillizer
Tor RMTID

e —

Sex bolts are available for 1%." door

thickness. Screws to fit are available
in¥.:" and 2" lengths to cover awide
range of door thicknesses.

2720 (#10-24 thread)

£122 (/s-20 thread)

www.tmhardware.com

845-388-1300

RM 170 Removable mullion

RM 170 for use with 1790 series. Comes complate with adjustable
mortised strikes and sacurity clips. Compatible with doors 7' to
10" and for usa with stiles as narrow as 12", Made of aluminum,
available in anodized aluminum or bronze finishas. Mullion is

3 ¥;" deep, 1" wide on door side, and 1/" at the widest point.

Mulllon strikes

i STKI70
| Adjustable mortise

strikes (pair).
_' 27/ tall

13" wide
1" thick

Py

Filler plates
372V/3722/3723
Steel filler plates

_ i | 2721 cylindrical lock frontfiller
1o [OOSR 1 3722 ASAstrike filler - set no.
=TT . | SC for 161 cutout

3723 Mortise lock front filler
3722 ASA strike filler - set no.

SM for B6 cutout

845-388-1388 sales@tmhardware.com




	Slide 1
	Slide 2
	Slide 3
	Slide 4
	Slide 5
	Slide 6
	Slide 7
	Slide 8

