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Door Leaf Capacity - Up to 200 |bs

Kit No.

Material

Max Leaf Size

SIM200A[6

aluminum track [ &'

2@ 18" x96"x2"

SIM200A/[8

aluminum track [ 8'

2@24"x96"x2"

SIM2004/12

aluminumtrack |2 @6’

2@36"x96"x2"

SIM2004A[16

aluminumtrack (2 @8

2@48"x96"x2"
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HENDERSON

Hanger #284

Track #280

Pulley Kit
#5IM100
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1. Assemble hanger.

2. Fit hanger apron to door panel.

Drill 42" (13) dia x 12" (38) deep hole 5"
{127) from door edge to centerline and

the direction of clip portion of stop as
centered in the door thickness. shown below.

3. Insert hangers and retaining stop.

Ensure that hanger flange is pointing in

4. Secure track.

Ensure track is plumb and level. /I(

5. Mortise door and fit door guide.

Attach a plumb line to hanger. Place hanger inside track.
Using plumb line, mark for position of door guide on the floor.

1/4°(6)

6. Face & Soffit Fix Options.

Use one bracket or fastener at each end of track and no more
than 3"in between.

281 Bracket
sold separately

S ‘—I—QHG x8g

3/16" bolt x21/32" ﬂ\"‘f’“ﬁ'”g

by athers
Side Wall Mount Overhead Mount

7. Attach door panel and adjust until level.

v

8. Position and secure retaining stop.

Alternative guides. (Sold Separately)

106R[94
(optional)
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